Light efficiency:

- 32 Lumen/Watt Output: 10637 Im
Light quality: Peak: 56118 cd
CRI: 79.9
Power: 337W
Color temperature: ]
- PF: 1.0
4923 K
h 4
165 180 465
150 150
135 135 Product name:
Hydro Flex L7 (Zoom 50% 5000K)
120 120 Item number:
105 105 Date and time:
8/26/2025 8:50:33 AM
90 90
75 75
60 60
45 45
30 30
15 15
Beam angle 1 6 o
CIE 1931
x: 0.347
y: 0.350
Spectra Power

Voltage: 115V
Current: 2.93 A
Frequency: 0 Hz
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Color details
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CIE 1931

CRI: 79.9 (R1-R8)

CIE 1931 ZOOM

92 9o 93

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CRI R values, only R1-R8 are used to calculate final CRI value Q . i
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 | R11 | R12 | R13 | R14 | R15

92.0 | 89.7 | 675 | 742 | 926 | 845 | 753 | 63.3 | 27.8 [ 725 | 72.4 | 67.8 [ 98.0 | 80.5 | 83.6

TM30 C values, 16 binned values out of total of 99 C values
Cc1 | cz2 | c3 C4 | C5 cée | C7 C8 | C9 [ Cl0 | C11 | Cl12 | C13 | C14 | C15 | C16

81.8 (919 |87.0|79.9 776 | 757 | 79.1 | 826 | 86.6 | 87.9 | 748 | 72.4 | 76.4 | 722 | 78.3 [ 77.1

CQS Q values
QL [ @2 | @3 | @4 | @5 | @6 | Q7 | @8 | Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15
929 (913 | 76.8 | 87.2 | 883 | 79.8 | 87.9 [ 943 | 82.2 | 852 | 94.1 ( 949 | 88.6 | 942 | 96.8

Color parameters

Color temperature Color rendering Red component Color fidelity Color gamut Color quality Color Color Color Color i Color diviation
index scale cie 1931 cie 1931 from black body
CCT CRI CRI R9 TM30 Rf TM30 Rg CQs X y u v Auv
4923 K 79.9 27.8 80.7 113.4 87.6 0.347 0.350 0.213 0.323 -0.0014
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Color Evaluation Sample
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Beam details

Distance (meter) Im 2m 3m 4m 5m
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft
2245 Ix
3507 Ix
Lux* 14030 Ix
56118 Ix
16.7°
Beam center
5214 fc
Footcandles* 1303 fc
. 579 fed
measured at
center of beam 326 fcd
209 fcd
Beam width (meter) 0.3 m 0.6 m 0.9m 1.2m 15m
Beam width (feet) 1 ft 1.9 ft 2.9 ft 3.8 1t 4.8 ft

Beam intensities from 1-20m

im 2m 3m 4m 5m 6m m 8m 9Im 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m

3.3ft | 6.6ft | 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft

56118Ix|14030Ix| 6235Ix | 3507Ix | 2245Ix | 1559Ix | 1145Ix | 877Ix | 693Ix | 561Ix | 464Ix | 390Ix | 332Ix | 286Ix | 249Ix | 219Ix | 194Ix | 173Ix | 155Ix | 140Ix

5213.5f| 1303.4f| 579.3fc | 325.8fc | 208.5fc | 144.8fc | 106.4fc | 81.5fcd | 64.4fcd | 52.1fcd | 43.1fcd | 36.2fcd | 30.8fcd | 26.6fcd | 23.2fcd | 20.4fcd | 18fcd |16.1fcd|14.4fcd| 13fcd

Intensities in 0° c-plane

0° 1° 2° 3° 4° G 6° 7° 8° 9° 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°

56.1k | 56.1k | 56.1k | 53.0k | 48.7k | 44.4k | 40.0k | 35.7k | 30.1k | 23.9k | 17.8k | 11.6k | 5.4k 3.3k 2.7k 2.1k 1.5k 0.9k 0.7k 0.7k

100% | 100% | 100% | 94% 87% 79% 71% 64% 54% | 43% 32% 21% 10% 6% 5% 4% 3% 2% 1% 1%

Intensities in 90° c-plane

0° 1° 2° 3° 4° 5° 6° 7° 8° 9° 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°

56.1k | 56.1k | 56.1k | 53.0k | 48.7k | 44.4k | 40.0k | 35.7k | 30.1k | 23.9k | 17.8k | 11.6k | 5.4k 3.3k 2.7k 2.1k 1.5k 0.9k 0.7k 0.7k

100% | 100% | 100% | 94% | 87% | 79% | 71% | 64% | 54% | 43% | 32% | 21% | 10% 6% 5% 4% 3% 2% 1% 1%

Intensities in 180° c-plane

0° 1° 2° 3° 4° 5° 6° 7° 8° 9° 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°

56.1k | 56.1k | 56.1k | 53.0k | 48.7k | 44.4k | 40.0k | 35.7k | 30.1k | 23.9k | 17.8k | 11.6k | 5.4k | 3.3k 2.7k 2.1k 1.5k | 0.9k | 0.7k 0.7k

100% | 100% | 100% | 94% | 87% | 79% | 71% | 64% | 54% | 43% | 32% | 21% | 10% 6% 5% 4% 3% 2% 1% 1%

Intensities in 270° c-plane

0° 1° 2° 3° 4° B¢ 6° 7° 8° e 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°

56.1k | 56.1k | 56.1k | 53.0k | 48.7k | 44.4k | 40.0k | 35.7k | 30.1k | 23.9k | 17.8k | 11.6k | 5.4k | 3.3k 2.7k 2.1k 15k | 0.9k | 0.7k 0.7k

100% | 100% | 100% | 94% | 87% | 79% | 71% | 64% | 54% | 43% | 32% | 21% | 10% 6% 5% 4% 3% 2% 1% 1%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

16.7° 23.9° 32.2° 54.4% 47.5%
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Flicker

Flicker curve icomilete sampled flicker siinal)

Flicker frame (frame of one flicker period)

146% Maximum
100% Average
57% Minimum
0%
& Cycle time: 0.8ms (1250 Hz) >

Flicker FFT (frequency scope of flicker curve)

N
v

Span 0 - 2000Hz

Flicker results:

Flicker frequency: 1250 Hz
Flicker index: 0.14 JA8/10 40Hz 0.36 %
Flicker percentage: 44.4 % JA8/10 90Hz 0.69 %
SVM: (Visual flicker) 0.42 JA8/10 200Hz 1.49 %
PstLM 0 JA8/10 400Hz 3.05 %
Mp 0.14 JA8/10 1000Hz 10.21 %
Flicker conditions:
Sample rate: 20000 samples/second
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