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SYSTEMSeesses
Prepared For ELATION PROFESSIONAL

Light Efficiency:

Beam Angle

38.6°

Dominant Wavelength:

Output:

PROFESSIONAL

Power:

Product Name:

ZCL BAR 300 IP

Peak: 165 180 165 Test:
Date:
2/20/2018
Spectral Distribution Color ;oordinates Zoom Color Point Note:
M‘“‘—m )
Distance (meter) 1 2 3 4 5
Distance (feet) 3.3 6.6 9.8 13.1 16.4
87 Ix 56 Ix
155 Ix
350 Ix
Lux* 1398 IX
38.6° m
mN Beam center
Foot Candles* 130 fcd
32 fcd
*measured at
center of beam 8 fcd
5 fed

Beam Width (meter) 0.7 1.4 2.1 2.8 35
Beam Width (feet) 2.3 4.6 6.9 9.2 115

Beam Angle 50% Field Angle 10% Cutoff Angle 2,5%

Intensity Ratio in 120° Cone Intensity Ratio in 90° Cone

38.6° 74.5° 96.7° 98.0% 93.7%
Beam Intensities from 1-20m
m 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
ft 33 6.6 98 | 131 | 16.4 | 19.7 | 23 | 262 | 295 | 32.8 | 361 | 394 | 427 | 459 | 49.2 | 525 | 558 | 59.1 | 62.3 | 65.6
Ix 1398 | 350 | 155 87 56 39 29 22 17 14 12 10 8 7 6 5 5 4 4 3
fcd | 1299 | 325 | 144 | 81 5.2 3.6 2.7 2 1.6 1.3 1.1 0.9 0.8 0.7 0.6 05 0.4 0.4 0.4 0.3




