VISO:

Prepared For ELATION PROFESSIONAL

PROFE@;@

Light Efficiency:
l 5 Lumen/Watt Output: 2993 Im
Peak: 1699107 cd

Light Quality:

I: 66.9
Power: 627 W
Color Temperature: PE: 1.0
3168 K

Beam Angle 2 60

Product Name:

Platinum FLX
Test:
Spot CTO color Zoom In
Date:
1/26/2018
Note:

CIE 1931

x: 0.416

y: 0.378

Spectra Dominant Wavelength:587nm Power




Color Details
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CIE 1931

CRI: 66.9 (R1-R8)

CIE 1931 ZzZOOM

R10 R11 R12 R13 R14 R15

CRI R values, only R1-R8 are used to calculate final CRI value
R1 R2 R3 R4 R5 R6 R7 R8 R9 | R10 | R11 | R12 [ R13 | R14 | R15 22 94
59.6 | 80.2 | 91.7 | 53.6 | 58.9 | 67.0 | 76.6 | 47.3 | -18.9 | 53.6 | 37.7 | 50.7 | 63.3 [ 95.3 | 60.7
TM30 C values, 16 binned values out of total of 99 C values
Cl | C2|cC3 | cCa|cC5 C6 C7 | C8 | C9 | Cl0 | Cl11 | C12 | C13 [ C14 | C15 | C16
65.7 | 58.4 | 44.4 | 59.9 | 76.9 | 80.4 | 68.1 | 66.3 | 69.9 | 52.4 | 53.2 | 69.6 | 82.0 | 76.7 | 68.6 | 74.1
CQS Q values
QL | Q2 | @3 | @4 | @5 | @6 | Q7 | @8 | Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15
72.0 [ 95.3 | 62.0 | 48.9 | 55.9 | 57.5 | 59.8 | 71.9 | 93.6 | 742 | 60.9 | 57.0 | 60.2 | 59.9 | 64.0
Color Parameters
Color Color Rendering Red Component Color Fidelity Color Gamut Color Quality Color Coordinate Color Coordinate Color Coordinate Color Coordinate Color Diviation
Temperature Scale CIE 1931 CIE 1931 from Black Body
CCT CRI CRIR9 TM30 Rf TM30 Rg CQs X y u \Y Auv
3168 K 66.9 -18.9 65.9 92.1 63.8 0.416 0.378 0.248 0.338 0.0079




Beam Details

Distance (meter) 1 2 3 4 5
Distance (feet) 3.3 6.6 9.8 13.1 16.4
66920 Ix
104562 Ix
185888 Ix
418248 Ix
Lux* 1672991 Ix
2.6°

Raga +
peair certel

Foot Candles* 155426 fcd
38856 fcd
*measured at 17270 fcd
center of beam
9714 fcd
6217 fcd
Beam Width (meter) 0 0.1 0.1 0.2 0.2
Beam Width (feet) 0.1 0.3 0.4 0.6 0.7
Beam Intensities from 1-20m

m| 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20

ft 3.3 6.6 9.8 13.1 16.4 19.7 23 262 | 295 | 328 | 36.1 | 394 | 427 | 459 | 49.2 | 525 | 558 | 59.1 | 62.3 | 65.6

Ix [16729|418248|185888|104562 | 66920 | 46472 | 34143 | 26140 (20654 | 16730 | 13826 | 11618 | 9899 | 8536 | 7436 | 6535 | 5789 | 5164 | 4634 | 4182
91

fcd |15542|38856.5(17269.5| 9714.1 | 6217 |4317.4 | 3172 |2428.5(1918.8/1554.3|1284.5|1079.3 | 919.7 | 793 | 690.8 | 607.1 | 537.8 | 479.7 | 430.5 | 388.6
5.9

Intensities in 0° C-plane
0° 1° 2° 3 4° 5° 6° 7° 8° 9° 10° | 11° | 12° | 13° | 14° | 15° | 16° | 17° | 18 | 19°

1.7M | 1.1M | 0.1M | O.OM | O.OM | 0.OM | 0.OM | 0O.OM | 0.0M | 0.OM | 0.0OM | 0.OM | 0.OM | O.OM | O.OM | 0.OM | 0.0M | 0.0M | 0.0M | 0.0M

100% | 69% 9% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0%

Intensities in 90° C-plane
0° il 2 3° 4° 5° 6° 7 8° 9° 10° | 11° | 12° | 13° | 14° | 15° | 16° | 17° | 18 | 19°

1.7M | 1.1M | 0.1M | O.OM | 0.OM | 0.0OM | 0.OM | 0.0OM | 0.0M | 0.OM | 0.OM | 0.OM | O.OM | O.OM | O.OM | 0O.0M | 0.0M | 0.0M | 0.0M | 0.0M

100% | 69% 9% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0%

Intensities in 180° C-plane
0° 1° 2° 3° 4° 5° 6° 7° 8° 9° 10° | 11° | 12° | 13° | 14° | 15° | 16° | 17° | 18 | 19°

1.7M | 1.3M | 0.1M | O.OM | 0.OM | 0.OM | 0.OM | 0.0M | 0.0M | 0.OM | 0.OM | 0.OM | O.OM | O.OM | O.OM | 0O.OM | 0.0M | 0.0M | 0.0M | 0.0M

100% | 77% 4% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0%

Intensities in 270° C-plane
0° 1° 2° 3° 4° 52 6° 7° 8° 9° 10° | 11° | 12° | 13° | 14° | 15° | 16° | 17° | 18 | 19°

17M | 1.3M | 0.1M | O.OM | 0.OM | 0.OM | 0.OM | 0.0M | 0.0M | 0.0OM | 0.OM | 0.OM | O.OM | O.OM | O.OM | 0.0M | 0.0M | 0.0M | 0.0M | 0.0M

100% | 77% 4% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0%

Beam Angle 50% Field Angle 10% Cutoff Angle 2,5% Intensity Ratio in 120° Cone Intensity Ratio in 90° Cone

2.6° 3.7° 4.3° 98.3% 98.1%




